
 

  
 
 

type:   G 
 

size:   40 kN (rated force) 
 
power stroke: up to 12 mm (½”) 
 
 

 

 
           

          1  flow control throttle D1 

          2  high pressure connection 

          3  oil refill connection 

          4  throttle D2 

                „begin power stroke” 

          5  oil level indicator 

          6  air connection at valve V2 

 

 
 
stroke independent values in mm: 
 
           

Af7 B C D E Ø H K L M N P 
50 85 6 x M8x15 64 10 30 28,5 M22x2 20 24 45 

           

 

stroke dependent total length – measurement F: 
 

             

total stroke length in mm 
            

32 50 100 150 200 250 
            

F F F F F F 
            

 
 

3 455 496 626 756 886 1016 

6 482 523 653 783 913 1043 

8 500 541 671 801 931 1061 

10 518 559 689 819 949 1079 

12 536 577 707 837 967 1097 

 
 

3 479 520 657 794 931 1068 

6 518 559 696 833 970 1107 

8       

10       

12 592 633 770 907 1044 1181 

 
 

3 494 535 678 821 964 1107 

6 541 582 725 868 1011 1154 

8       

10       

12 653 676 819 962 1105 1248 

 

Other stroke lengths on request. 
Subject to technical modifications without notice (version 08/2004) 
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